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PAVEMENT SCHEDULE

TOTAL | SHEET
SECTION COUNTY sneeTs]  No.
01-00014—01-BT MADISON 160 8

SCHEDULE OF QUANTITIES -

WILL BE DETERMINED BY THE ENGINEER AND WILL BE BASED ON TESTS OF LIME AND SOIL SAMPLES PROVIDED BY THE ENGINEER.
3. INCIDENTAL BITUMINOUS SURFACING QUANTITY IS CALCULATED AT A RATE OF 120 LB/ SQ YD. BITUMINOUS MATERIALS (PRIME COAT)
AND AGGREGATE (PRIME COAT) ARE REQUIRED BUT WILL NOT BE MEASURED SEPARATELY FOR PAYMENT. THE COST FOR BITUMINOUS

MATERIALS AND AGGREGATE SHALL BE INCLUDED IN THE CONTRACT UNIT PRICE FOR INCIDENTAL BITUMINOUS SURFACING.

GEOTECH PROC LIME WATER LIME AGGBASE | AGGBASE | AGGSURF BIT MATLS INCIDENTAL AGGREGATE BC SC BCSC BCBC BITC PVT
STATION STATION FAB FIGR MOD SOIL 12 CSEAG6 CSEAS CSEA 6 PRCT BIT SURF SHLDS A6 SUPER "D" SUPER SUPIL-19.0 | FDSUP S8
STAB SUPERPAVE N50 IL9.5L LE N50
(NOTE 1) {(NOTE 2) {NOTE 3) ,
21001000 30200600 30201400 30201500 35100500 35100700 40200500 40600100 XX004949 48100500 X4066424 | X4066490 | X4066614 | X4073041
(SQYD) (SQ YD) (UNIT) (TON) (SQ YD) (SQ YD) (SQ YD) (GALLON) (TON) (SQ YD) (TON) (TON) (TON) (SQ YD)
SCHOOLHOUSE CONNECTOR MAINLINE
6+35 9+40 441 407 127 38
10+77 25+03 2,060 1,936 607 181
25+37 36+43 1,598 1,480 463 138
BOUSE ROAD 333 5 7 33 99
36+69 55+49 2,716 2,487 784 234
57+19 65+74 1,235 1,100 357 107
PE 85+85 4 7 21
65+96 | 91+67 3714 3,428 : 1,071 320
PE 91+77 13 6 17
91+86 | 107429 2,229 2,057 643 192
PE 107+39 ' 31 6 19
107+49 154+67 6,815 6,262 1,966 587
COTTONWOOD CONNECTION 114 * ‘ 115 38 11
156+14 163+97 1,131 994 327 98
165+71 184+39 2,698 2,409 779 233
186417  188+61 "352 271 102 30
190+21 207+89 2554 2,301 737 220
209+79 248+61 5,987 5,577 1,753 523
256+81 302+45 6,592 6,086 1,802 568
306+00 369+48 9,169 ‘ 8,500 2,657 793
IL RTE 162 PARKING LOT
14+37 17426 1,411 1,340 503 150 150
OLD TROY ROAD (1-270)
11+90 21+90 2,793 42 54 894 2,586
GLEN CROSSING ROAD
1+40 3+50 720 11 14 196 671
'HERITAGE TRAIL SPUR
1000+05 |  1009+97 1,433 1,332 418 125
'HUNTINGTON PLACE, PHASE 3 SPUR
2000+05 2002+91 350 321 98 29
HUNTINGTON PLACE, PHASE 2 SPUR
3000+05 3001+72 204 , 189 58 17
OLD TROY ROAD (EASTWEST)
7+75 13425 1,509 23 30 481 1,387
OLD TROY ROAD (NORTH/SOUTH)
5+00 | 12425 2,004 32 41 655 1,933
6+51 25
11+33 19
1
EAST INTERSECTION LEG
1+40 150 151 50 15
TOTAL ‘ 52,953 7,449 113 146 47,403 1,340 63 15,440 25 2,226 202 4,459 306 6,577
PAVEMENT NOTES: ;
1. WATER QUANTITY IS CALCULATED USING AN ASSUMED RATE OF 15 GAL / SQ YD (1000 GAL = 1 UNIT).
2. LIME QUANTITY IS CALCULATED USING AN ASSUMED RATE OF 38.5 LB/SQ YD. THE ACTUAL LIME APPLICATION RATE
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